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Recently, there have been a number of locomotives discovered with cracks in the center sl
connection plate in the area where the draft pocket is secured to the under frame of the
locomotive. These cracks are developing in the plate stedl, not in the securement welds (see
figures1 & 2). When the cracking progresses far enough, the coupler face drops and the
backside of the draft pocket isforced up between the center sills. Catastrophic failure resultsin
separation of the draft unit from the locomative

(seefigure 3).

While dl draft gear pocket connection plates should be inspected, particular attention should be
placed on EMD GP-38 model locomotives, where a number of cracked plates have been recently
been found.

These cracks can be observed during the daily inspection, but are best seen when alocomotive is
placed over an ingpection pit or on raised track during the 92-day periodic inspection. At least
two Class| railroads have issued additiond ingtructions to do a better ingpection of draft gear
pocket the area during 92 day periodic inspection.

The current locomotive safety standard [49 CFR 229.23] requires “that at each periodic
ingpection alocomotive shal be positioned so that a person may safely inspect the entire
underneath portion of the locomotive’. It isat thistime that athorough visua ingpection of the
draft pocket area should be performed.

FRA fidd ingpectors should review 92-day periodic ingpection procedures with shop craft
employees a rallroad facilities during routine inspections. They should make inspection forces
on Class |, Regiond, and Short Line Railroads aware of the problem and keep the condition in
mind during routine ingpection of the locomoatives.



The cracks are visible to the naked eye as shown in the photographs. Photograph 1& 2 were
taken with an idler truck under the locomotive, but cracks can be seen with slandard locomotive
trucksin place.

Fig. # 1 Crack at the rear connection of the draft gear pocket extending past piping.




Fig. # 3. Catastrophic failure resulting in separation of the draft unit from the locomotive.




